HYBALANS+

TECHNISCH DATASHEET

Algemene informatie

Hybalans+ Ventiel af-/toevoer Maze
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& Specificaties
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© Artikelnummer 400470386

§ Producttype Ventiel

s Hoofdmateriaal PP

° Kleur RAL-9016

Q Netto gewicht (kg) 0,33
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5 Afmetingen

&

§ Afmetingen (I x b x h mm) 200 x 200 x 71
c Aansluitdiameter star (mm) 117-125
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g Toepassing

§ Beoogde toepassing Lucht

o Toevoer / afvoer Toevoer/afvoer
:,% Temperatuurbereik (°C) -25/7+80
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& Technische specificaties

Eg_ Maximale luchtstroom (m3/h) 50

o C afvoer 2,90

2 ( toevoer 1,00

= Luchtdichtheidsklasse 2

S R-waarde (m2K/W) 0

o Brandklasse F
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= burgerhout.com Burgerhout®

a brand of M&G Group



Versie MG-DS-400470386-2021.10 « Specificaties zijn onderhevig aan verandering zonder voorafgaande kennisgeving.

HYBALANS+

PRESTATIES

Maze ventiel met ventielaansluitstuk 125 92 90° (400480616)

Pressure loss
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Static pressure loss [Pa])

From appliance

= = To appliance
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Flow rate [m®/h]
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Maze ventiel met ventielaansluitstuk 125 92 90° (400480616)

Flow velocity pressure table

Flow rate Static pressure loss
From appliance Toappliance  To app. with filter

[m/s] [m3/h] [IFs] [Pa] [Pa] [Pal

0 0 0 00 00 00

1 17 5 06 1,7 52

2 34 10 23 6.9 208

3 52 14 53 15.5 46 9

4 69 19 94 275 833

b 103 24 211 619 167 4
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