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Standard number

Classe di pressione

Drukklasse

Temperatuurklasse
Temperature level

Classe de température

Normnummer

Nummer der Norm

Classe di temperatura

Numero di norma

Temperaturklasse

Numéro standard

Pressure level
Drukklasse

Classe de pression

Buitenwandklasse
Outer wall class
Ummantelungsklasse
Classe paroi extérieure
Classe parete esterna

Reaction to fire class

Cl di shock termico+distanza

Ruβbrandklasse+abstand

Locatieklasse
Location class

Classe d’emplacement

Brandklasse

Brandklasse

Classe di posizionamento

Reazione al fuoco

Standortklasse

Classe de réaction au feu

Sootfire level+distance
Roetbrandklasse+afstand

Cl de choc thermique+distance
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Classe di corrosione

Korrosionsklasse
Corrosion level
Corrosieklasse

Classe de corrosion
Classe di condensa

Kondensatklasse
Condensate level
Condensaatklasse

Classe de condensation

ISO 9001 ISO 14001

SYSTEM SPECIFICATIONS

Printing errors or technical alterations reserved. In case of doubts ask M&G Group for advice.
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A    MiniFlex 60/100 B    Flexline 80/125

C    TwinSafe 60/100 + 80/125 D   TwinFlex 80/125
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FIRE 
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FIRE 
RESISTANT

E    Multiflex 60/100 + 80/125

FIRE 
RESISTANT
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2 m.
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Manual

A/B/C/D/E
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TOP 

4 5

EI = 60 min: Amax = 300mm x Bmax = 300mm
EI = 30 min: Amax = 500mm x Bmax = 600mm 

2 m.

A 

B 

Emin = A + 160 mm
Fmin = B + 160 mm 

F

E 

Promat 100 d=15mm 

D

60/100: D = 145-165
80/128: D = 170-190

d

Max. 
200 mm 

40 mm 
± 5mm

Ø4,8x42 mm 
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2x Click!

4x 

Max. L = 10 mm
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